






Removing the Battery
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3 Tip the monitor and insert a flathead screwdriver into the slot in the bottom of the 
case under the battery cover.

Caution

Do not try to remove the battery cover by inserting the screwdriver into the vents 
in the cover. This can damage the battery case cover.

4 Slightly twist the screwdriver to pop the battery cover off of the case.

5 Press down on the battery retaining clips, and pull the battery out of the monitor by 
the ribbon.

Slot

Ribbon

Clips
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Removing the Battery

Reinstalling the Battery

To reinstall the battery:

1 Orient the battery so that the contacts and ribbon are on the right.

2 Insert the battery into the empty battery compartment and push it in until the battery 
snaps into place behind the metal retaining clips.

3 Replace the battery cover by inserting it into the battery opening with the two tabs 
facing up.

4 Snap the battery cover into place by pressing it firmly against the monitor case.

Step
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Removing the Predictive Temperature Module and Probe Cover Holder

4 Remove the Torx T10 screw and washer from the probe cover holder and remove the 
holder from the case.

5 Remove three Torx T10 screws and washers from the bottom of the rear cover and 
remove the cover from the monitor case.

Screw

Screws



Removing the Predictive Temperature Module and Probe Cover Holder
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6 Disconnect the temperature module cable from the connector on the front end 
assembly board.

7 Remove the two Torx T10 screws and washers from the temperature module.

8 Gently pull the temperature module and temperature module cable away from the 
monitor.

Connector

Screws
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Removing the Predictive Temperature Module and Probe Cover Holder

Reinstalling the Predictive Temperature Module

To reinstall the temperature module:

Step

1 Use isopropyl alcohol to clean the surface where the adhesive strip will be 
applied. Ensure that the surfaces are clean and free of any adhesive residue. Dry 
the surface thoroughly.

2 Place a new adhesive strip on the temperature module.

Clean here







Removing the Tympanic Temperature Module
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8 Remove the three Torx T10 screws and washers from the temperature module.

9 Gently pull the temperature module cable out of the monitor and remove the 
temperature module from the monitor.

Screws

Cable





Separating the Front and Rear Case Assemblies
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6 Remove the two Torx T20 screws from the bottom of the rear case.

7 Separate the front and rear case assemblies by pulling the lower edge of the front 
case assembly and slowly lifting it up over the handle.

Bottom screws





Removing the Faceplate or Recorder
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4 Remove the two screws, and lift the faceplate off.

5 Open the recorder door on the rear case assembly and remove the paper roll.

6 Loosen (do not remove) the two Torx T10 screws holding the recorder to the monitor 
case.

Screws

Screws





Removing the Main Board Assembly
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3 Disconnect the fan and speaker cables from the connectors on the main board.

4 Remove three Torx T10 screws and washers from the bottom of the rear cover and 
remove the cover from the monitor case.

Speaker Connector Fan Connector

Screws


